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Cable Kit 200

Gulvvarmesaet med varmekabel og termostat

Anvendelse

« Placeres i afretningsmasse

« Gulvvarme til bade vadrum og tarre rum

« Gulvvarme til klinkegulve, naturstensgulve og
plastgulve

=
Kabel
-
EB-Therm 205

80-160 W/m?

Alt hvad der kraeves for installationen er inkluderet

Termostat med energispareprogram

Tynd kabelkonstruktion, der giver lav byggehgjde

Komplet gulvvarmeseet til klinke-, naturstensgulv og
plastgulv. Det indeholder termostaten EB-Therm 205 med to
forskellige energispareprogrammer samt limstave,
folerslange, advarselsskilt og tromleholder.

Specifikationer
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https://byggvarubedomningen.se
https://www.ebeco.com/system/files/documents/CE%20CableFlex_0.pdf
https://www.ebeco.com/system/files/documents/ekodesign-cable-kit-200-500.pdf
https://www.ebeco.com/system/files/documents/EPD_AB_Ebeco_Cableflex_Series_resistive_2_conductor_with_screen_HUB-0889_2023-11-27.pdf
https://www.ebeco.com/system/files/documents/Manual_Cable-Kit_Cableflex-11_251212-PRINT.pdf
https://www.ebeco.com/dk/produkter/tilbehoer/limstave
https://www.ebeco.com/dk/produkter/tilbehoer/foelerslange
https://www.ebeco.com/dk/produkter/styring/eb-therm-205
https://www.ebeco.com/dk/produkter/gulvvarme/cableflex
https://www.ebeco.com/dk/produkter/isolering/cable-board
https://www.ebeco.com/dk/produkter/tilbehoer/cable-clip

Specifikation Data

Tilslutningsspeending 230V
Leengde tilslutningskabel 25m
Antal ledere 3 stk.
Bojningsradius, min. 25 mm
Diameter 4 mm
Effekt 11 W/m
Indeholder SVHC-stoffer i henhold til REACH Nej
Installationstemperatur, min. -5°C
Isoleringsmateriale midten XLPE
Isoleringsmateriale indvendigt ETFE
Isoleringsmateriale udvendigt EVA, PE
Kabeltype Skeermet 2-leder-kabel med seriemodstand
Kapslingsklasse Termostat: IP21, Kabel: IP67
Maks. omgivelsestemperatur 90 °C
Mekanisk klassificering M2
Beskyttelsesleder Snoet
Termostat EB-Therm 205
UV-bestandighed Nej
Dokumenter
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EPD Milijovaredeklaration
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Br rvejlednin leflex 11 le Ki

Garanti

EBECO 4

WARRANTY

12 ars produktgaranti i tilfeelde af materialefejl. For termostaten i saettet gaelder 5 ars produktgaranti. Garantiperioden for
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https://www.ebeco.com/dk/taxonomy/term/789

gulvvarmen forlaenges til 25 &r, hvis installationen er udfart af en autoriseret elinstallater og dokumenteret i Ebecos tjeneste
Garantera.

N .

Pakken indeholder folgende:

EB-Therm 205

Cableflex

Artikelliste

Artikelnummer Diameter (mm) Laengde (m) Effekt (W) Effekt (W/m) Resistans (Q nominel) Tilsluthingskabel (mm?)

8960838 4 8.9 100 11 534 0,75
8960850 4 13.5 150 11 351 0,75
8960851 4 18.5 200 11 259 0,75
8960852 4 23 260 11 207 0,75
8960853 4 31 330 11 161.2 0,75
8960854 4 37 400 11 133.2 0,75
8960855 4 43 470 11 111.8 0,75
8960856 4 49 540 11 98 0,75
8960857 4 58 650 11 81.2 0,75
8960858 4 73 810 11 65.7 0,75
8960859 4 86 960 11 55 0,75
8960860 4 107 1180 11 44.9 0,75
8960861 4 124 1380 11 38.4 1,0

8960862 4 155 1710 11 31 1,0

8960863 4 187 2080 11 254 1,5

Suppleringssaet
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https://www.ebeco.com/dk/garantibetingelser/12-25-aar

Artikelnummer Diameter (mm) Laengde (m) Effekt (W) Effekt (W/m) Resistans (Q nominel) Tilsluthingskabel (mm?)
8960124 4 107 1180 11 44.9 0,75

Supplerende produkter
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Cable Clip
Fa mere at vide om dette produkt: https://www.ebeco.com/dk/produkter/gulvvarme/cable-kit-200
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https://www.ebeco.com/dk/produkter/gulvvarme/cable-kit-200
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